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SECTION 32 92 19
SEEDING

PART 1 GENERAL

1.1 SUMMARY

A. Section Includes:
1. Fertilizing.
2. Seeding.
3. Hydroseeding.
4. Mulching.
5. Maintenance.

B. Related Sections:
1. Section 32 84 00 - Planting Irrigation:  Irrigation system for seeded areas.
2. Section 32 91 19 - Landscape Grading:  Preparation and placement of topsoil in

preparation for the Work of this Section.
3. Section 32 92 23 - Sodding.
4. Section 32 93 00 - Plants.

1.2 REFERENCES

A. ASTM International:
1. ASTM C602 - Standard Specification for Agricultural Liming Materials.

B. SCDOT Standard Specifications:
1. Standard Specifications for Highway Construction, 2007, published by the South

Carolina Department of Transportation.

1.3 DEFINITIONS

A. Weeds:  Vegetative species other than specified species to be established in given area.

1.4 SUBMITTALS

A. Section 01 33 00 - Submittal Procedures:  Requirements for submittals.

B. Product Data:  Submit data for seed mix, fertilizer, mulch, and other accessories.

C. Test Reports:  Indicate topsoil nutrient and pH levels with recommended soil
supplements and application rates.

D. Manufacturer's Certificate:  Certify products meet or exceed specified requirements.

E. Invoices or proof of purchase to verify quantities specified.

F. Operation and Maintenance Data:  Include maintenance instructions, cutting method and
maximum grass height; and, types, application frequency, and recommended coverage
of fertilizer.

1.5 QUALITY ASSURANCE

A. Perform Work in accordance with Section 810 of SCDOT Standard Specifications.



Revised 12/2007

City of Lancaster Seeding
Standard Details and Specifications 32 92 19 - 2

B. Maintain copy of document on site.

1.6 QUALIFICATIONS

A. Seed Supplier:  Company specializing in manufacturing products specified in this Section
with minimum 3 years documented experience.

B. Installer:  Company specializing in performing work of this Section with minimum 5 years
documented experience.

1.7 DELIVERY, STORAGE, AND HANDLING

A. Section 01 60 00 - Product Requirements:  Product storage and handling requirements.

B. Deliver grass seed mixture in sealed containers showing percentage of seed mix,
germination, inert matter and weeds; year of production; net weight; date of packaging;
and location of packaging.  Seed in damaged packaging is not acceptable.

C. Deliver fertilizer in waterproof bags showing weight, chemical analysis, and name of
manufacturer.

1.8 MAINTENANCE SERVICE

A. Maintain seeded areas immediately after placement until grass is well established and
exhibits vigorous growing condition for minimum of three cuttings.

PART 2 PRODUCTS

2.1 TOPSOIL MATERIALS

A. Conform to Section 32 91 19.  Topsoil:  Original surface soil typical of the area, which is
capable of supporting native plant growth; free of large stones, roots, waste, debris,
contamination, or other unsuitable material, which may be detrimental to plant growth; pH
value of 5.4 to 7.0.

2.2 SEED MIXTURE

A. Furnish materials in accordance with South Carolina Board of Agriculture rules and
regulations as specified in Section 810 of SCDOT Standard Specifications.

1. Piedmont Region:

Tall fescue 80 lbs/acre
Sericea lespedeza 20 lbs/acre
Kobe lespedeza 10 lbs/acre

2.3 ACCESSORIES

A. Mulching Material:  Oat or wheat straw, free from weeds, foreign matter detrimental to
plant life, and dry.  Hay or chopped cornstalks are not acceptable.

B. Fertilizer:  Commercial grade; recommended for grass; of proportion necessary to
eliminate deficiencies of topsoil, as indicated in analysis.  When test is not available, use
10-10-10 mixture of Nitrogen, phosphoric acid, and soluble potash.
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C. Lime:  ASTM C602, Class T or Class O agricultural limestone containing a minimum
80 percent calcium carbonate equivalent.

D. Water:  Clean, fresh and free of substances or matter capable of inhibiting vigorous
growth of grass.

E. Erosion Fabric:  Jute matting, open weave.

F. Herbicide:  As required to combat type of weeds encountered.

G. Stakes:  Softwood lumber, chisel pointed.

H. String:  Inorganic fiber.

PART 3 EXECUTION

3.1 EXAMINATION

A. Administrative Requirements:  Verification of existing conditions before starting Work.

B. Verify prepared soil base and topsoil are ready to receive the Work of this Section.

3.2 FERTILIZING

A. Apply lime at application rate recommended by soil analysis.  Work lime into top 6 inches
of soil.

B. Apply fertilizer at application rate recommended by soil analysis.

C. Apply after smooth raking of topsoil and prior to roller compaction.

D. Do not apply fertilizer at same time or with same machine used to apply seed.

E. Mix fertilizer thoroughly into upper 2 inches of topsoil.

F. Lightly water soil to aid dissipation of fertilizer.  Irrigate top level of soil uniformly.

3.3 SEEDING

A. Apply seed evenly in two intersecting directions at the rates shown above.  Rake in
lightly.

B. Do not seed areas in excess of that which can be mulched on same day.

C. Planting Season:
1. Piedmont Region:

a. Fall:  August 15 – September 15.
b. Late Winter:  February 15 – March 21.

D. Do not sow immediately following rain, when ground is too dry, or when winds are over
12 mph.

E. Roll seeded area with roller not exceeding 112 lbs/linear foot.
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F. Immediately following seeding and rolling, apply mulch to thickness of 1/8 inch.  Maintain
clear of shrubs and trees.

G. Apply water with fine spray immediately after each area has been mulched.  Saturate to
4 inches of soil.

3.4 HYDROSEEDING

A. Apply fertilizer, mulch and seeded slurry with hydraulic seeder at rate of 6 lbs per
1,000 square feet evenly in one pass.

B. Apply water with fine spray immediately after each area has been hydroseeded.  Saturate
to 4 inches of soil and maintain moisture levels two to four inches.

3.5 SEED PROTECTION

A. Identify seeded areas with stakes and string around area periphery.  Set string height to
12 inches.  Space stakes at 5 feet on center.

B. Cover seeded slopes where grade is greater than 3 H:1 V with erosion fabric.  Roll fabric
onto slopes without stretching or pulling.

C. Lay fabric smoothly on surface, bury top end of each section in 6 inch deep excavated
topsoil trench.  Overlap edges and ends of adjacent rolls minimum 12 inches.  Backfill
trench and rake smooth, level with adjacent soil.

D. Secure outside edges and overlaps at 36 inch intervals with stakes.

E. Lightly dress slopes with topsoil to ensure close contact between fabric and soil.

F. At sides of ditches, lay fabric laps in direction of water flow.  Lap ends and edges
minimum 6 inches.

3.6 MAINTENANCE

A. Mow grass at regular intervals to maintain at maximum height of 2-1/2 inches.  Do not cut
more than 1/3 of grass blade at each mowing.  Perform first mowing when seedlings are
40 percent higher than desired height.

B. Neatly trim edges and hand clip where necessary.

C. Immediately remove clippings after mowing and trimming.  Do not let clippings lay in
clumps.

D. Water to prevent grass and soil from drying out.

E. Roll surface to remove minor depressions or irregularities.

F. Control growth of weeds.  Apply herbicides.  Remedy damage resulting from improper
use of herbicides.

G. Immediately reseed areas showing bare spots.

H. Repair washouts or gullies.
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I. Protect seeded areas with warning signs during maintenance period.

3.7 SCHEDULE

A. Lawn Area:  Mix Type 1, 4-inch top soil.

B. Pond Slopes:  Mix type 2, 4-inch top soil.

END OF SECTION
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